






1.6 mm
AquaStop

10 mm
THERMO
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up to 20 dB

up to 20 dB

up to 1 mm

up to 4 mm

≥ 90 cm

≥ 140 cm

≥ 60 kPa
≥ 5 kPa

≥ 100,000 cycles

≥ 25 kPa
≥ 5 kPa

≥ 100,000 cycles

3 mm
AquaStop

●●○○○ ●●●●● ●●●●○

up to 20 dBup to 2 mm≥ 140 cm
≥ 25 kPa
≥ 2 kPa

≥ 10,000 cycles

HIGHLIGHT!

HIGHLIGHT!

AquaStopTM

Technology

Protection against 
residual moisture

AquaStopTM

Technology

Protection against 
residual moisture

AquaStopTM

Technology

Protection against 
residual moisture

For special 

requirements

+ 4°C  
warmer

floor

up to

30 %  
less

heat loss

up to
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●●●●○

●●●●○

●●●○○

●●●○○

○○○○○

~ 0.06 m²K/W

●●●●●

~ 0.32 m²K/W

●●●●●
Yes, if flooring 

R ≤ 0.09 m²K/W
(e.g. laminate 10 mm / 

parquet 12 mm)

○○○○○

not suitable

n.s.

n.s.

up to 20 dB

up to 20 dB

up to 1 mm

up to 4 mm

●●●●○ ●●●○○ ●●●○○

~ 0.10 m²K/W

○○○○○

not suitablen.s.up to 20 dBup to 2 mm

HIGHLIGHT!

HIGHLIGHT!
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AquaStopTM

Technology

Protection against 
residual moisture

AquaStopTM

Technology

Protection against 
residual moisture

AquaStopTM

Technology

Protection against 
residual moisture

Innovative accessory for 

proper moisture protection
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Aluminium-Foil 
Sealing TapeSELITstop

Moulding
Protection BeltSELITstop

With the innovative SELITstop® Moulding Protection Belt, professional workmanship 
on your wall connection is as easy as it can be.

The stable, vapour-resistant tape can be placed through a groove in the corner 
area on the wall effortlessly. Professionally sealed, skirting boards and flooring are 
protected against humidity and mould is prevented from forming in these areas. 

In order to completely lock away residual building moisture from the subsurface, 
not only is moisture protection in the form of a moisture protection film necessary, 
but water vapour-tight adhesion of the joints and seams is also required. With the 
SELITstop® Aluminium Sealing Tape, the butt joints and the wall connection area 
can be solidly taped.

The SELITstop® Aluminium Sealing Tape can also be used to fix the underlayment, 
to stop the material from sliding.

Comfort
Vapour BarrierSELITstop

On mineral subsurfaces, it is fundamentally necessary to install a moisture 
protection in the form of a moisture protection film, in order to protect the flooring 
from damage.

Because of a combination of AquaStop™ foil and fleece, the SELITstop® comfort 
vapour barrier is especially pliant and flexible, and can be installed more easily, 
especially in the corner area of your wall. The fleece on the reverse side also 
protects the film against damage and ensures moisture protection.
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� 	� Ingeniously fast and simple to lay 
	 (fanfold technology)

	 As long as a roll, even as a sheet

	 Fewer connections to tape (in comparison to roll)

� 	 Ingeniously simple to cut

	 No cutting aids necessary

	� Perfect fitting on walls and doors

Ingeniously simple to process

Innovative installation features
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+

� 	 Two-dimensional connection

	� No slipping of the individual lengths

	� Especially simple to tape (moisture protection)

	� Laying without sound bridges, hollow spaces 
	 and overlaps

� 	 Three-dimensional connection

	 No slipping of the individual lengths

	 No more opening of joints

	 Optimal laying without sound bridges, hollow 	
	 spaces and overlaps

	�� Especially simple to tape (moisture protection)

NEW!
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Processing instructions

Products without integrated vapor barrier

Products with integrated vapor barrier


